Touch Driver Installation Guidance

Note: for touch driver installation please use the mouse to complete the following operation, for
different systems please download the corresponding driver version installation, for different
versions of the driver installation please refer to this Guidance, taking operation system Windows
7 as an example.

1. Open B setup in the folder of <Touch Driver for Win7>

2. Then select the "Next" option in the pop-up window, as shown in the following pic:

Welcome to the InstallShield Wizard for
eGalaxT ouch

The InstallS hield Wizard will install eGalaxTouch on your
computer. To continue, click MNest,

3. Check the "l accept the terms of the license agreement" option, and then select the "Next"

option, as shown in the following pic:

License Agreement

Flease read the following licerse agreement carefully

Declaration and Disclaimer

The programs, including but nat limited to softwars and/or firmware (hereinafter referred
to "Programs" or "PROGRAMS"), are owned by eGalax_eMPla Technology Inc.
[heteinalter referred to EETI) and are compiled from EET| Source code. EETI hersby
agrants to licensee a personal, non-exclusive, nantranstersble icense to copy, use and
cieate derivative works of Programs for the sole pupose in conjunction with an EETI
Product, including but nat limited to intearated circuit and/or contraller. Anp reproduction,
copies, modification, translation, compilation, spplication, of iepresentation of Frograms
except as specified above iz prohibited without the express witten pemmission by EETL

Disclaimer. EETI MAKES NO WARRANTY OF ANY KIND, EXPRESS OF IMPLIED.

| ) | accept the temms of the licerse agreement |

| do not accept the terms of the license agreement




4. Select the "Next" option, as shown in the following pic:

Setup Type

Select the setup type that best suits vour needs.

Extra RS232 interface diver for eGalasTouch contraller.
Please check the check box for RS 232 tauch contraller

Install R5232 interface driver

Setup Type
Select the setup type that best suits yaur needs,

Do 4 point calibration after system reboot

() Every sustem boot up
7 Mewt system boot up

@ Mone




6. Select the "OK" option in the pop-up window, as shown in the following pic:

Setup Type

Select the sefup ype that best suits your needs.

eGalaxTouch - InstallShield Wizard |

i dmerimr skl

@ If you are trying to install the USB touch device, please make sure that
¥ yourtouch monitor or touch controller's USB cable is plugged into the

computer now,
Please close the "Found New Hardware Wizard" dialog when it appears.

F S R R o e

7. Then select the "Next" option in all subsequent pop-up windows; until the window shown as
below appears, this is the installation process of the driver, detail is shown as below pic:

elGialaxTouch is configuring your new software installation,




8. Waiting for the installation to the end and select the "Yes" option in the pop-up window, as
shown in the following pic

The eGalaxTouch driver has been installed, before operating touch
P function, please do 4 point calibration.

Would you do 4 point calibration now ?

9. Then it goes into calibration mode. In the calibration mode, please touch with fingertip on the
circles which appears in the lower left corner, the lower right corner, the upper right corner, and
the upper left corner of the screen, until the word "OK" appears. For details please refer to the

following pic:

10. The installation of the touch driver is completed after all operations have been
completed.
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